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Put the 
Tools Craftsmen Count On 

to work in your shop.

Contact us at  
info@challengemachinery.com

THE CHALLENGE
MACHINERY COMPANY
6125 Norton Center Drive | Norton Shores, MI 49441

The craftsmanship of a Challenge Shop is felt in every finished piece. 

CMT-130TC
ON-DEMAND 
BOOK TRIMMER
Print matters. 
Every detail counts.

Printing means more today precisely because 
people are printing less. Every piece that gets 
printed carries more weight because choosing  
print has become an intentional decision.

When a customer chooses print, they are choosing 
something tangible, something meant to be held, 
noticed and remembered. That is The Prestige of 
Print. Every finished piece reflects the craftsmanship 
of your people, the standards of your shop and the 
reputation you’ve built.

EVERY LASTING IMPRESSION STARTS 
WITH THE RIGHT TOOLS.
For over 150 years, Challenge has built tools for printers who 
believe craftsmanship still matters. Inspired Innovation refined 
over generations puts that experience to work for craftsmen 
who hold every finished piece to a higher standard.

American Engineered. Michigan Made. Original 
Ownership. Together, they represent generations of 
people, knowledge and craftsmanship behind the tools on 
your floor, and a commitment to the people who count on 
them every day.

THE TOOLS CRAFTSMEN COUNT ON.
On-demand production moves quickly, but your standard 
can’t change from one book to the next. Your craftsmen 
need to move efficiently between jobs while maintaining 
the quality your customers expect in every finished book.

The CMT-130TC gives your people the flexibility to 
keep work moving with job changeovers in as little as 
ten seconds, automatic size detection and integrated 
barcode capabilities that simplify setup. Simultaneous 
in-line and near-line feeding options help your shop adapt 
the trim operation to the demands of production. 

Designed around the operator, the CMT-130TC combines 
an intuitive 10.5” color touchscreen and integrated 
diagnostics with flexible configurations that can adapt as 
your production requirements grow. 

Your people will take pride in every piece they finish.
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CONFIGURATION
Every configuration below is built to meet your floor where it is and scale as 
your operation grows.

CONFIGURATION SKIDS
NET WEIGHT 

(APPROX.)
SHIPPING WEIGHT 

(APPROX.)

Near-line: Pile Feeder and Stacker 3 2,188 lbs. (993 kg) 2,725 lbs. (1,236 kg)

In-line: No Pile Feeder 4 2,303 lbs. (1,045 kg) 2,890 lbs. (1,311 kg)

In-line: With Pile Feeder 5 2,673 lbs. (1,212 kg) 3,360 lbs. (1,524 kg)



SPECIFICATIONS
BASE MACHINE

Memory 99 jobs

Trim size changeover time Under 10 seconds

Throughput Up to 500 books per hour in multi-book mode

Waste bin capacity 43 gallon (164 liters)

Maximum blade re-sharpening 1/4” (6.4 mm)

PERFECT BOUND TRIM SIZE (WIDTH X HEIGHT)

Starting trim maximum 9.5” × 13” (241 mm × 330 mm) 

Starting minimum trim Near-line single mode: 5” × 7” (127 mm × 178 mm) 

Near-line multiple mode: 6.75” × 7” (171 mm × 178 mm) 

In-line single mode: 6.75” × 7” (171 mm × 178 mm) 

In-line multiple mode: 7” × 7” (178 mm × 178 mm) 

Finished trim maximum 9” × 12” (229 mm × 305 mm) 

Finished trim minimum 4” × 5.82” (102 mm × 148 mm) 

Minimum trim waste, all sides .100” (2.5 mm)

Maximum top trim waste 5.5” (140 mm)

Minimum book thickness .100” (2.5 mm)

Maximum book thickness 2” (51 mm)

Electrical:

Motor: 5 HP, three phase, 60 Hz, AC 208/230 volts, 25 amps  
(service size: 40 Amps) 

Optional motor: 5 HP, three phase, 50 Hz, AC 380/415 volts, 12 KW, 16.5 amps  
(service size: 20 Amps) 

Air Supply:

Requires 80-90 PSI (550-620 kPa) regulated, dry, non-lubricated compressed air at  
a minimum of 5 cfm at 90 PSI (142 LPM at 620 kPa), and a minimum air quality of  
ISO 8573.1 Class 2.4.2. 

SUMMARY OF FEATURES
•	 Full high-speed digital control for fast and accurate setups in under 10 seconds 

•	 Barcode system for fully automated setup 

•	 Simultaneous in-line and near-line book feeding option to maximize utilization 

•	 Automatic size detection of pre-trimmed books 

•	 10.5” / 267 mm color touchscreen display 

•	 Precision knife depth control reducing cut stick wear and knife depth machine adjustments 

•	 Automated precision finish cut mode for clean trims on thicker books 

•	 Live graphical display of book path 

•	 Thickness ranges up to 2” / 51 mm thick 

•	 Trim sizes: 12” tall (305 mm) × 9” wide (229 mm) and down to 5.82” tall (148 mm) × 4” wide (102 mm) 

•	 Hydraulic powered cutting 

•	 Adjustable clamp pressure 

•	 No tools or clamp boards required during trim size changes 

•	 Integrated computer diagnostics with graphical display of sensor locations 

•	 Strong knife assembly and table support design for minimal deflection 

•	 UL Listed (US and Canada) and CE 

American Engineered. Michigan Made. Original Ownership. Together, they 
represent generations of people, knowledge and craftsmanship behind the tools 
on your floor, and a commitment to the people who count on them every day.
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